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Specificaiton

No/| Description Material Notes
1| Center Conductor Copper Clad Steel ®©1.02+0.01mm
2 Dielectric Gas Injected Foam PE ®4.57mm Nominal
s Al/Polyester/Al laminated | ®4.78mm Nominal Overlap
9 Felsnsi tape Bonded to Dielectric 18% Minimum
. . Al Braid Wire 0.12mm
4 Braid Shield ek 50%
5 Jacket PVC ©6.93£0.2mm

Mechanical and Electrical Characteristics

Center Conductor Bond to Dielectric Min. 5 Ibs
Impedance 753 Q
Velocity of Propagation =82%

Structure Return Loss

5-1000MHz=20dB

1000-3000MHz=15dB

Conductor DC Resistance

=31.1kft @ 20C

DC Loop Resistance

=38.4kft @ 20°C

Unless otherwise specified, all portions of the cable construction
shall meet the appropriate sections of ANSI/SCTE 74 2011.

Attenuation @ (20°C)
Frequency (MHz) Max Value(dB/100m)

5 2.66
211 10.18
300 12.14
400 14.11
500 15.99
600 17.52
750 19.69
870 21.21
1000 2297
1200 25.30
1800 30.36
2200 33.09
2500 35.50
2832 37.99
3000 39.10
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