
 

  

 Solar energy storage 

 Wind energy storage  

 Off-Grid power system  

 New  energy distributed power generation  

 Key component of peak load shaving  

 Necessary part of  intelligent power 

Main Applications Dimensions  

Technical Parameters 

Nominal Voltage 2 V 

Capacity 200 Ah @ 10hr to 1.80V per cell @ 25°C(77°F) 

Weight 
Without electrolyte: about 12.6kg (27.78 Ib)  

With electrolyte about 17.3kg (38.14 Ib) 

Dimensions 

Length: 103 mm (4.06 in) 

Width: 206 mm (8.11 in) 

Height:375 mm (14.76 in)  

Total height: 409 mm (16.10 in) 

Internal Resistance (full charged) 0.92 mΩ@ 25°C(77°F) 

Short- circuit current 2200 A (0.1s reference value) 

Self Discharge @ 25°C (77°F) Less than 3% after 30 days storage 

Operating Temperature Range 

Application: -20˚C～50˚C(-4˚F～122˚F)  

Storage: -20˚C～ 55˚C(-4˚F～122˚F) 

Recommendation: 20˚C～30˚C(68˚F～86˚F) 

Max discharge current 600 A (5 s) 

Max Charging Current 40 A 

Charging Voltage  @25°C(77°F) 
Float: 2.21 V/cell, Equalize: 2.35 V/cell  

Temperature compensation factor:-3 mV/ ˚C 

Terminal M8  

Electrolyte density (charged) 1.24±0.005 g/cm3  @ 25˚C(77˚F) 

 

Certification 

 ISO 9001:2008  

 ISO 14001:2004 

 GB/T 28001-2011 

 CE 

Compliant Standards 

 IEC  60896-11  

 DIN  40376 

 BS EN  61427 

 GB/T  13337 

 GB/T  22473 

GFX Series 
 

Long Life Stationary Battery 
GFX-200 Flodded 

ULUL



 

 

Constant Current Discharge Characteristics Unit: A (25°C, 77°F) 

Constant Power Discharge Characteristics Unit: W/cell (25°C, 77°F) 

Performance Curve 

F.V/Time 15min 30min 1h 1.5h 2h 3h 5h 8h 10h 20h 

1.75V 205 158 109 87.2 73.5 57.1 39.1 26.7 22.1 12.1 

1.80V 174 140 101 82.5 69.9 54.6 37.6 25.6 21.4 11.8 

1.85V 139 118 90.3 75.0 64.1 50.2 34.9 24.6 20.6 11.0 

1.90V 104 92.0 75.2 63.4 55.0 43.5 31.1 22.5 18.3 10.1 

 

F.V/Time 15min 30min 1h 1.5h 2h 3h 5h 8h 10h 20h 

1.75V 365 285 200 161 137 108 74.7 51.6 42.8 23.7 

1.80V 317 256 188 154 131 103 72.3 49.7 41.7 23.2 

1.85V 260 220 170 142 122 96.1 67.6 48.0 40.3 21.8 

1.90V 198 176 145 122 106 84.5 60.9 44.3 36.1 20.1 
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GFX Series 
 Long Life Stationary Battery 

GFX200 Flodded  


