TDC9600 S -RT

UPS TDC9600S-RT

1~3KVA 1:1 Phase
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TDC9600 S -RT

Features

RAGK/Tower Convertible Design

Patented MMG LCD Display May be Rotated
Simply Pushing Front Button

True Online Double Conversion

High Output Power FACTOR at 0.8PF
Comprehensive display allow eary monitoringandAGGE
of TPS tatu

SmatSNMP work witheither TSB or RS3

together

Hot-Swappable Battery

Estimated Remaining Time displayed on the CD
Support ECONOMIC(ECO) Operation Mode
MATCHING Battery PAGE

Optional Powerful Charger

Cold Start

Power Shedding May Turn OEE TNGRITIGAL Load in
Battery BACKUP

| EMERGENCY Power OEE

FREQUENG Converter Model Settable
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TDC9600 S -RT

TDC9101S-RT TDC9101+S—RT TDC910%S-RT TDC9103S-RT
CAPAGITY (%A / Watt>) 1000%A / 900W 1400%A / 13£0W 2000%A / 1800W 3000 / 2FOOW
INPTT
80 - 14+*AG @ £ull load

%ol tage Range FO - 14+#AG @FO%< load “80%

60 - 14 +*AG @60%< load “F0%

++ - 14+*AG @load “60%

FREQUENGY Range 4+ - £+ @+0H /£ + - 6H> @0H> (AUTO - DETEGT)
Pha> e Single pha>e with ground
Power FAGTOR >0.98
Generator Input Support
Input SOGKET TEC3*0 C13 - 10A
AC power GORD TEC320 C14 - 10A +-14p | L+ - 30P L+ - 30P
OTTPTT
*oltage 100/110/11£/120/12 F*AG
Power FAGTOR 0.8
*oltage Regulation +1%
FREQUENGY (Line Mode) 46 - =41 @+0H> /£ 6 - 64H> @60H>
FREQUENGY (BATTERY Mode) +0/60H> +0. 021>
Current Cre>t Ratio 3:1
HARMONIG Di> tortion “3% THD (Linear Load)

“+9% THD (Non - Linear Load)
Output Waveform Pure Sinewave
Outlet (£-12R)X4 [ (£-12R x4 | (£ -20R) x4 ] (£ -20R) x4
Overload Line Mode 30S@ 100% - 1£0% ;300m> @ >1£0%
CAPAGITY Battery Mode 30S@ 100% - 1£0% ;300m> @ >1+0%
EFFICIENCT
AC Mode Full load “88% Full load “88% Full load “89% Full load “90%
Battery Mode Full load “84%
ECO Mode Full load “94%
BATTERT
Number of Batterie» Per Set 2 3 4 6
Battery Type 12%/9Ah
BAGKUP Time E>timated remaining time di>played on the LCD
REGHARGE Time (to 90%) + Hour>
Charging Current (MaX) 1.0A £for S type
Rated Battery *oltage 2 450G 3640G \ 484G ] F2 56
PROTEGT Over - voltage (14. Fv) /Low - voltage (10v)
Battery SOGKET Ander»on like PowerPole Modular CONNEGTOR»
TRANSFER TIME
Main» ——Battery Om>
Main» —— Bypa>> {A4m»
OPTIONAL FEATTRES
EGONOMIG Mode (ECO Mode) Support
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TDC9600 S -RT

FREQUENGY GONVERTER Mode (Converter Support , >et by LCD,GAN be £O0H> or 60H> £iXed £REQUENGY out
Mode)

INDICATOR

LCD *er>ion(with LED) Load/Battery/Input/Output/Operating Mode Information

ATDIBLE ALARM

Battery Mode Sounding every 4 >EGOND»

Low Battery Sounding every >EGOND

Overload Sounding TWIGE every »>EGOND

Fault Continuow ly Sounding

PHTSICAL

Dimen> ion (WX DX H)mn 440X 430 X 86. + | 440X +4° X86. + | 440X F* 0 X 86. +
Net Weight (ke) 13.9 IF.8 | 20.1 | 23.3
EN*IRONMENT

Safety TL / CE

Operating Environment 0-40?

Relative Humidity 0 - 90% (NON - GONDEN> ING)

Altitude <1£00m. when >1+00m, derating

Noire Level {+0dB@ IMeter

INTERFACE

Smart RS -23%/TSB(Preferential) EXternal Modbuw GARD >upported by RS?3%, Software »upport> Window» Family,Linw, FreeBSD
Intelligent Slot Mini SNMP (independent to RS?3%)
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For More Information

Please visit our website www.comcast-sa.com or contact your local sales

representative.

Comcast México

Ovearseas Sales Subsidiary
Cal. Lazaro Cardenas #1309
Col. Coldén industrial
CP.44940

Guadalajara, Jalisco

ComcasBERSalvador

Info.mx@comcast-sa,com
Ovearseas §a|es gutmdlary

51 Av. Norte # 159 entre
calle poniente y Av.
Roosevelt

San Salvador, El Salvador
Tel. +503 7950 4882
Info.sc@comcast-sa.com

Comcast Guatemala

Ovearseas Sales Subsidiary
20 calle 23-70 Zona 10
Guatemala

Tel. +506 4004 1400
Gerente.gua@comcast-

Gomoast Republican
Dominican

Ovearseas Sales Subsidiary
Winston Churchill No. S,
Suite 3F, Distrito NAcionall
Santo Domingo, Dominican
Rpublic

Ta + 1 200 571 1022

Comcast Nicaragua

Ovearseas Sales Subsidiary
3ra. Entrada las Colinas,
Embajada

De cuba 1C, Este, Casa #34
Mangua, Nicaragua

Te, +1809 5711033
Admin.nic@comcast-
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