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Overview 
 

Optical splitters are passive components that perform optical signal splitting in a PON 

network. Unbalanced splitters are made up of one input fiber and 2 output fibers, which 

divide the power of the optical signal asymmetrically between them. That is, the power of 

the optical signal can be divided into different proportions according to the needs of each 

application. They are mainly used in FTTx / PON optical networks and in HFC (Cable TV) 

networks. 

 

Available in two models: 

- Connectorized splitters at the entrance and exits; 

- Splitters not connectorized 

 

Features 
•Reduced Size (Ф2.4×25 mm) 

• Wavelength: 1300 ~ 1500 nm 

• High stability and reliability 

• Low PDL 

• Low loss 

• Complies with Telcordia GR1209 and GR1221 

• Operating Temperature (°C): -40 ~ +85 

• PDL (dB): ≤0.15 

• Directivity (dB): ≥50 

• Insertion Loss (dB): 9.15~11.35/≤0.85 

• 10/90 

• Grade A 

  

Aplicattion: 
• FTTx/GPON 
• Optical communication systems 

• Test and Measurement 

 

 



 

 
 

 

F-SPLITTER  

www.comcast-sa.com 

Specification  

 

 

 

 

 

 

 

 

 

 

 

 

    Type  
  Parameter  Mini Size Standard Coupler   

Operating wavelength (nm)   or 1550,others on request  1310 

Operating bandwidth (nm)  ±   15 

Package size( Ф× L)mm  Ф 3.0 / Ф 2.4×30 ;  Ф 2.4×25   Ф ;  2.4×22 Ф   2.0×18 

Grade  P  A  P  A  

Typical excess loss (dB)  0.10     0.15   0.15 0.25   

Insertion Loss 
 dB    

50 /50   3.5    3.7    3.6    3.7   

40 /60   4.50/2.70      4.80/2.90    4.60/2.80    4.90/3.00 

/70  30    5.80/2.00    6.10/2.10    5.90/2.10    6.30/2.20 

/80  20    7.70/1.25    8.0/1.3  7.80/1.30      8.20/1.40 

10 /90  9.35~11.15/≤0.70   9.15~11.35/≤0.85   9.50~11.30/≤0.75   9.30~11.50/≤0.85   

5 /95  12.15~14.35/≤0.45   11.90~14.60/≤0.55   12.30~14.50/≤0.50   12.05~14.75/≤0.55   

3 /97  14.20~16.70/≤0.35   13.90~17.00/≤0.45   14.35~16.85/≤0.4   14.05~17.15/≤0.45   

2 /98  15.85~18.50/≤0.30   15.50~19.00/≤0.35   16.00~18.80/≤0.35   15.65~19.15/≤0.40   

1 /99  18.70~21.15/≤0.25   18.30~22.20/≤0.30   18.85~21.80/≤0.30   18.45~22.35/≤0.35   

PDL  dB       0.10    0.15    0.10    0.15 

Directivity( dB       50 

Operating temperature 
 

    ~  +85  -40 
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Please visit our website www.comcast-sa.com or contact your local sales 
representative. 

 

 

 

 

 

 

 

 

 

 

 

Comcast México  

Ovearseas Sales Subsidiary  

Cal. Lázaro Cárdenas #1309 

Col. Colón industrial CP.44940 

Guadalajara, Jalisco  

Tel. +52 33 38607059 

Info.mx@comcast-sa.com 

Comcast Guatemala  

Ovearseas Sales Subsidiary  

Av. Hincapié 28-45 zona 13 

Guatemala city 01013 

Tel. +506 4004 1400 

Gerente.gua@comcast-sa.com 

Comcast Nicaragua  

Ovearseas Sales Subsidiary  

3ra. Entrada las Colinas, Embajada 

De cuba 1C, Este, Casa #34 

Mangua, Nicaragua 

Te, +1809 5711033 

Admin.nic@comcast-sa.com 

Comcast El Salvador  

Ovearseas Sales Subsidiary  

51 Av. Norte # 159 entre calle 

poniente y Av. Roosevelt 

San Salvador, El Salvador 

Tel. +503 7950 4882 

Info.sc@comcast-sa.com 

Comcast Dominican 

Republic 

Ovearseas Sales Subsidiary  

Av. Nuñez de Cáceres #2 Plaza 

Comercial Pradosur, Local 102 

Santo Domingo, Dominican Rpublic 

Te.+ 1 809 571 1033 

http://www.comcast-sa.com/

